












All pass keys have micro-switch tampers and comply with Grade 3. Polycarbonate or aluminium options  
available. We also supply ‘suited’, ‘keys-alike’ versions. Max voltage 250V AC switching current 2 Amp.

Product Code Description Dimensions Grade

P01 Pass Key Switch – 2amp Diecast Aluminium Tampered Double Pole 90x38x30mm 3

P02
Pass Key Switch – 2amp Diecast Aluminium Tampered Suited Keys (Keys 
Alike) Double Pole

90x38x30mm 3

P03 Pass Key Switch – Polycarbonate. Tampered 90x38x30mm 3

P04
Pass Key Switch – Polycarbonate Tampered Suited Keys 
(Keys Alike)

90x38x30mm 3

P05
Pass Key Switch – Polycarbonate Tampered Suited Keys 
(Keys Alike) with 2 LEDs

90x38x30mm 3

Pass Key Switches

New to the Knight range are metal, Grade 3 final exit set switches. These incorporate integral buzzers, 
vandal-proof cases, selectable resistors and tamper switch protection. We’ve also improved the Z20 range which 
can now have the lid screwed into the wall for extra protection and our plastic flush variant has an LED to 
comply with Grade 3 BS EN 50131.

Final Exit Set Switches

Product 
Code Description Dimensions Grade

Z01 Final Exit Set Switch Flush – Plastic Fascia 45x25x6mm, Body 27x15mm 2

Z02
Final Exit Set Switch Flush with LED – 
Plastic

Fascia 45x25x6mm, Body 27x15mm 3

Z20
Final Exit Switch Surface White with 
Integral Buzzer

54x35x21mm 3

Z20B
Final Exit Switch Surface Black with 
Integral Buzzer

54x35x21mm 3

Z30
Flush Stainless Steel Exit Switch with 
Integral Buzzer and Selectable Resistors

Fascia 50x30mm, Body 30x16mm 3

Z40
Surface Aluminium Exit Switch with 
Integral Buzzer and Selectable Resistors

38x90x30mm 3

Z20 and Z20B

Z01 and Z02 Z30

Z40

Knight has now added a new ‘Interchangeable’ Call Point to our range.  KFS1 is a stylish, innovative, surface call 
point with selectable resistors, unique key reset and LED indicator. It is available in addition to our traditional ‘CP’ 
range of resetable or break glass call points in a variety of colours with free polycarbonate removable cover.

Call Points

Product Code Description Dimensions

CP01 Resettable Call Point Yellow “Gas Release” c/w hinged cover 86x86x50mm

CP02 Resettable Call Point Blue c/w hinged cover 86x86x50mm

CP07 Resettable Call Point Red c/w hinged cover 86x86x50mm

CP11 Break Glass Call Point Red c/w hinged cover 86x86x50mm

CP15 Resettable Call Point Green Access Control c/w hinged cover 86x86x50mm

CP15/G Break Glass Call Point Green Access Control c/w hinged cover 86x86x50mm

CP16 Resettable Call Point White Access Control c/w hinged cover 86x86x50mm

KFS1 Resettable Call Point Red With Selectable Resistors 83x83x50mm

KFS1BG Break–Glass Call Point Red With Selectable Resistors 83x83x50mm

KFS1i Interchangable Break Glass/Resettable Call Point Red With Selectable Resistors 83x83x50mm

KFS15 Resettable Call Point Green – Single Pole Access Control 83x83x50mm

KFS20 Resettable Call Point Green – Double Pole Access Control 83x83x50mm

KFS33 Resettable Call Point Green – Triple Pole Access Control 83x83x50mm

KFS1
KFS1BG
KFS1i

KFS15
KFS20
KFS33

Compliant with BS5839 Part 2 1983 and EN54 –11�s��

Built-in Resistors 680 �s�� Ohm and 470 Ohm

Max Current: 30 mA�s��

Supply Voltage: 18 – 30V DC�s��

Material: #ABS�s��

Features
Unique corkscrew key reset on all KFS models�s��

Green Access Control Model comes in single, �s��
double or triple pole

Other varieties available�s��

Spare keys, lenses available�s��

Further technical info available on www.knightfireandsecurity.com22 23Further technical info available on www.knightfireandsecurity.com



Knight Fire and Security Products Ltd
Unit 84, Seawall Road, Cardiff CF24 5TH

Call
Phone from UK:	029 2048 8129
Outside UK:	 +44 29 2048 8129
Fax from UK:	 029 2048 9132
Outside UK:	 +44 29 2048 9132

Visit us online
Visit our website to see detailed 
information about our products and 
to download technical drawings.
www.knightfireandsecurity.com

Sales
If you would like to recieve a quote or  
would like to discuss a project with us 
then please e–mail: 
sales@knightfireandsecurity.com

UK Security Control Panels – EOL Resistor Values

How to contact Knight Fire and Security

Company EOL resistor Alarm bypass resistor

Honeywell (Ademco, Microtech), Galaxy, Europlex Verifier 1K 1K

Castle, Abel Premier, Cooper (Scantronic, Menvier), Pyronix PCX, 
Texecom Premier, Abel Premier

2K2 4K7

Gardtec 4K7 6K8

Guardall** 8K2 8K2

Europlex 3GS, MDT 2K2 2K2

DSC 5K6 5K6

Pyronix Matrix, GE/Aritech 4K7 4K7

DSC Option not on standard YA40, YA90, YF10C, YH10A
Europlex Option not on standard END74, YEND21, XEND21, KP10 Range

Other options available as specials

These are the options available on our selectable Resistor Contacts and Panic Buttons. Please check exact up to 
date spec. On the technical data section on our web-site www.knightfireandsceurity.com
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